
EOC Converter

KEY FEATURES

APPLICABLE SCOPE

MODEL -   TI-EPC510K-V2

• Supports IEEE802.3, IEEE802.3u and IEEE802.3x Standards

• Supports IEEE802.3af and IEEE802.3at power standards

• 1x RJ-45 @10/100Mbps and 1 BNC

• Supports RG59 Coaxial cable  1200 ft @100Mbps and 3000 ft @10Mbps

• MDI/MDIX self-adaption

• Long-range power transmission via Coaxial Cable

• Operating temperature :  -30 ~ 65℃

• CCTV Camera, IP Camera, PTZ, IR Illuminator, Video process, DVR, Access Control , etc.



TI-EPC510K-V2
EOC Converter

PARAMETERS TABLE

POE OWER SUPPLY SPECIFICATION

Specifications                                                                  
Model TI-EPC510K-V2

Function Port 1*10*100Mbps Base-TX  ,  1*BNC

Power Consumption <2W

Transmission Bandwidth RG59 Coaxial Cable : 400m/100Mbps, 1000m/10Mbps

POE Protocol IEEE802.3af, IEEE802.3at

Network Standrad IEEE802.3, IEEE 802.3u, IEEE 802.3x

Lightning Protection Common Mode KV, Different Mode 2KV

Operating Temperature -30~65℃

Operating Humidity 5~95%

Weight 65g

Dimension(W*D*H) 80*48*23mm

Cable Length(ft) Communication Bandwidth( Mbps) POE Max Load Capactiy(W) Network Operating Mode

300 100 21 E100

600 100 15 E100

900 100 11 E100

1200 100 9 E100

1500 10 7 E10

2400 10 5 E10

3000 10 4 E10

DIMENSIONS


