
ACCESS POINT
Indoor Ceiling Wireless Access Point

KEY FEATURES

MODEL -    TI-NAP181G2

• App based Centralized cloud management

• Multiple site registration & management

• Gigabit support

• Seamless Raoming Wireless Coverage

• No Cloud Key Needed

• Coverage area: 5000sq ft, 40 ft radius wifi 6 Supported

DIMENSIONS

* POE Injector not included with this product



TI-NAP181G2
Indoor Ceiling Wireless Access Point

Model TI-NAP181G2

Chipset MT7621AN TMT7905KN + MT7975DN

DRAM DDR2 128MByte

FLASH 16MByte

IC 2.4G SiGe / 5.8G MT7905DN

Port 10/100/1000Mbps LAN*2

Speed 2.4G 300Mbps

Speed 5.8G 867Mbps

Modulation OFDM/BPSK/QPSK/CCK/DQPSK/DBPSK

Standard IEEE802. 11a, IEEE802. 11n, IEEE802. 11g, IEEE802. 11b, IEEE802. 3u, IEEE802. 4af, IEEE802. 11ac

Channel 2.4G 2412Mhz~2472Mhz / 5.8G 5180Mhz~5825Mhz

Power Dissipation ≤ 9W

Coverage Area 5000sq ft, 40 ft radiuss

RF
@77 °F±2Db

2.4G

802. 11b

20±2dBm

6–24Mbps 26±2dBm

36–48Mbps 25±2dBm

54Mbps 24±2dBm

802.11n
HT20 MCS 7 22±2dBm

HT40 MCS 7 22±2dBm

RF
@77 °F±2Db

5.8G

802.11a

6–24Mbps 26±2dBm

36–48Mbps 25±2dBm

54Mbps 24±2dBm

802.11ac

HT20

MCS 0-3 26±2dBm

MCS 4 25±2dBm

MCS 5 24.5±2dBm

MCS 6 24±2dBm

MCS 7 23.5±2dBm

HT40

MCS 0-3 25±2dBm

MCS 4 24.5±2dBm

MCS 5 24±2dBm

MCS 6 23.5±2dBm

HT80

MCS 0-3 18±2dBm

MCS 4 18±2dBm

MCS 5 18.5±2dBm

MCS 6 18±2dBm

MCS 7 16±2dBm

Sensitivity
2.4G

IEEE 802. 11b 11Mbps ≤ -85dBm

IEEE 802. 11g 54Mbps ≤ -70dBm

802.11n
HT20 MCS 7 ≤ -65dBm

HT40 MCS 7 ≤ -62dBm

SPECIFICATIONS



Model TI-NAP181G2

Sensitivity
5.8G

802.11a 6Mbps ≤ -89; 54Mbps ≤ -73

802.11ac

HT20 MCS 0 ≤ -94; MCS 7 ≤ -76

HT40 MCS 0 ≤ -92; MCS 7 ≤ -76

HT80 MCS 0 ≤ -90; MCS 7 ≤ -67

Antenna

Frequency 2.4G Antenna 2412Mhz ~ 2484Mhz / 5.8G Antenna 5150Mhz ~ 5850Mhz

Polarization Omnidirectional

Gain 3DBi*4

Operating
Condition

Operating Temperature -22~150°F

Storage Temperature -58~175°F

Humidity (non-condensed) ≤95% (non-condensed)

Demension 6 5/16” x 6 5/16”

TI-NAP181G2
Indoor Ceiling Wireless Access Point

SPECIFICATIONS


